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SAFETY FEATURE MATRIX 
 
 
 
 
 
 
 

SAFETY FEATURE DESCRIPTION 
 
Motion Sensor 
Product is fitted with omnidirectional motion detectors which will 
automatically turn off the UVC tubes when any motion is detected. 
 
Safe Start 
Product is fitted with an auto timing function delaying the ignition of 
the lamp tubes, allowing the operator time to leave the area to be 
disinfected. 
 
Audible Start Warning 
Once the disinfection cycle is started and the Safe Start initiated, an 
audible alarm will start and remain active for the duration of the Safe 
Start period. As the ignition time approaches, the audible alarm will 
change in frequency to alert the operator. 
 
Visual Start Warning 
Once the disinfection cycle is started and the Safe Start initiated, a 
visual warning light will start and remain active for the duration of 
the Safe Start period. As the ignition time approaches, the visual 
warning light will change in frequency to alert the operator. 
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Visual Operating Warning 
The visual operating warning light will be illuminated for the duration 
of the disinfection cycle indicating that the lamp tubes are 
illuminated and the disinfection cycle is ongoing. 
 
Auto Fall Protection 
The unit is fitted with a tilt sensor and if the unit registers a tilting 
movement greater than 45 degrees while in operation, the power to 
the lamp tubes will automatically be cut off. 
 
Lock Function 
The unit is fitted with a lock function ensuring that people who 
should not interrupt or change units’ operation are unable to do so. 
 
Power Cutoff on Opening 
The unit is fitted with a power interlock. If the door to the unit is 
opened during operation, the power to the lamp tubes will be 
immediately cut off. 
 
Warning Signs Included 
For surface disinfection units, warning signs which are to be placed 
on all entrances and exits to the are to be disinfected are included. 
Downloads of the artwork are also available for the operator to print 
as many as needed. 
 
UV Glasses Included 
For surface disinfection units, UV filtering glasses are provided and 
must be worn when operating the unit. 
 
UVC Leakage 
In non-surface disinfection products, it is essential that there is no 
harmful leakage of UVC (e.g., through air vents) as these products 
are designed to be in use with people present. 
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No Ozone 
The unit does not produce Ozone as a by-product of its operation. 
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